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WIRING DIAGRAM — CPC036/48***3D**AA (THREE PHASE, DIRECT DRIVE)

H

1

RCCF

T

PU

CONTROL

BR

C

2

T1

T3

T1

GR

BK

O

1

YL

4

BR

3

BR

T1

BK

9
RD

COMP

R

BR

RCCF

T2

3C

W2
T

Y1

PLF 1

3

T

YL/PK

PU

F

BL

3 6

7

5

PU
T3

G

T2

COMPONENT LEGEND

BL

L1

SUPPLY VOLTAGE

CM

BK

R

EM

/

L1

4

T1

RD

YL

6
0

BR
C
CM
COMP
EM
GND
HPS
LPS
PB
PLF
RCCF

TB1
TR

WH

C

A

GR

CM

W1

YL

8

E

RD

M

C

C

2

PU

BL
S

L2

BLOWER INTERLOCK RELAY
CONTACTOR
CONDENSER MOTOR
COMPRESSOR
EVAPORATOR MOTOR
EQUPIMENT GROUND
HIGH PRESSURE SWITCH
LOW PRESSURE SWITCH
POWER DISTRUBTION BLOCK
FEMALE PLUG / CONNECTOR
RUN CAPACITOR FOR
CONDENSER FAN
TERMINAL BLOCK (24V SIGNAL)
TRANSFORMER

TR

BOX

OF OVER CURRENT PROTECTION

PLF 2

BL

BK

5

++

YL

COMP

SEE UNIT RATING PLATE FOR TYPE AND SIZE

208-240V

C

208-240/1/60

T2

2
0
8
-
2
4
0

BK

Y/Y2

/

GND

6

1

PB

TB1

RD

BK

BL

BL

208-240/3/60   0140L00128  REV C

SEE NOTE 3

24V

RD
RD T2 L2

ORYL T3 L3

CT3

L3

NOTES:

1.  REPLACEMENT WIRE MUST BE SAME SIZE AND
     TYPE INSULATION AS ORIGINAL (AT  LEAST
     105°C) USE COPPER CONDUCTOR ONLY.
2.  TO CHANGE EVAPORATOR MOTOR SPEED MOVE
     M1 OR M2 WIRE TO COM TERMINAL ON EBTDR
     AND PLACE WIRE REVMOVED FROM COM ON
     EMPTY M1 OR M2 TERMINAL.
3.  FOR 208 VOLT TRANSFORMER OPERATION
     MOVE PURPLE AND RED WIRES FROM TERMINAL
     3  TO TERMINAL 2 ON TRANSFORMER.
4.  USE COPPER CONDUCTORS ONLY ++  USE N.E.C.
     CLASS 2 WIRE
5.  ECONOMIZER PLUG LOCATED IN THE RETURN
     AIR COMPARTMENT. REMOVE MALE PLUG AND
     ATTACH FEMALE PLUG TO ECONOMIZER
     ACCESSORY.
6. DIAGRAM SHOWS FACTORY SPEED TAP SETTINGS.
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WIRING DIAGRAM — CPC036/48***3D**BA (THREE PHASE, DIRECT DRIVE)
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NOTES:

1.  REPLACEMENT WIRE MUST BE SAME SIZE AND
     TYPE INSULATION AS ORIGINAL (AT  LEAST
     105°C) USE COPPER CONDUCTOR ONLY.
2.  TO CHANGE EVAPORATOR MOTOR SPEED MOVE
     M1 OR M2 WIRE TO COM TERMINAL ON EBTDR
     AND PLACE WIRE REVMOVED FROM COM ON
     EMPTY M1 OR M2 TERMINAL.
3.  FOR 208 VOLT TRANSFORMER OPERATION
     MOVE BLACK WIRES FROM TERMINAL
     3  TO TERMINAL 2 ON TRANSFORMER.
4.  USE COPPER CONDUCTORS ONLY ++  USE N.E.C.
     CLASS 2 WIRE
5.  ECONOMIZER PLUG LOCATED IN THE RETURN
     AIR COMPARTMENT. REMOVE MALE PLUG AND
     ATTACH FEMALE PLUG TO ECONOMIZER
     ACCESSORY.
6. DIAGRAM SHOWS FACTORY SPEED TAP SETTINGS.
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WIRING DIAGRAM — CPC036/48/60***3B**AA (THREE PHASE, BELT DRIVE)
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NOTES:

1.   REPLACEMENT WIRE MUST BE SAME SIZE AND
      TYPE INSULATION AS ORIGINAL (AT LEAST 105°C)
      USE COPPER CONDUCTOR ONLY.
2.  USE COPPER CONDUCTORS ONLY
     ++  USE N.E.C. CLASS 2 WIRE
3.  ECONOMIZER PLUG LOCATED IN THE RETURN AIR
     COMPARTMENT, REMOVE  MALE PLUG, ATTACH
     FEMALE PLUG TO THE ECONOMIZER ACCESSORY.
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WIRING DIAGRAM — CPC036/48/60***3B**BA (THREE PHASE, BELT DRIVE)
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NOTES:

1.   REPLACEMENT WIRE MUST BE SAME SIZE AND
      TYPE INSULATION AS ORIGINAL (AT LEAST 105°C)
      USE COPPER CONDUCTOR ONLY.
2.  USE COPPER CONDUCTORS ONLY
     ++  USE N.E.C. CLASS 2 WIRE
3.  ECONOMIZER PLUG LOCATED IN THE RETURN AIR
     COMPARTMENT, REMOVE  MALE PLUG, ATTACH
     FEMALE PLUG TO THE ECONOMIZER ACCESSORY.
4.  FOR 208 VOLT TRANSFORMER OPERATION MOVE
     BLACK WIRES FROM TERMINAL  3  TO TERMINAL  2
     ON TRANSFORMER.
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WIRING DIAGRAM — CPC060***1D**AA (SINGLE PHASE, DIRECT DRIVE)
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1.  REPLACEMENT WIRE MUST BE SAME SIZE AND
     TYPE INSULATION AS ORIGINAL (AT  LEAST 105°C)
     USE COPPER CONDUCTOR ONLY.
2.  TO CHANGE EVAPORATOR MOTOR SPEED MOVE
     WHITE AND YELLOW LEADS FROM "3" AND "4" TO
      "4" AND "5". IF BOTH LEADS ARE ENERGIZED, THE
     HIGHER SPEED  SETTING IS USED.
3.  FOR 208 VOLT TRANSFORMER OPERATION MOVE
     BLACK WIRES FROM TERMINAL 3  TO TERMINAL 2
     ON TRANSFORMER.
4.  START ASSIST FACTOR EQUIPED WHEN REQUIRED
5.  USE COPPER CONDUCTORS ONLY
      ++  USE N.E.C. CLASS 2 WIRE
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WIRING DIAGRAM — CPC060***1D**BA (SINGLE PHASE, DIRECT DRIVE)
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NOTES:

1.  REPLACEMENT WIRE MUST BE SAME SIZE AND
     TYPE INSULATION AS ORIGINAL (AT  LEAST 105°C)
     USE COPPER CONDUCTOR ONLY.
2.  TO CHANGE EVAPORATOR MOTOR SPEED MOVE
     WHITE AND YELLOW LEADS FROM "3" AND "4" TO
      "4" AND "5". IF BOTH LEADS ARE ENERGIZED, THE
     HIGHER SPEED  SETTING IS USED.
3.  FOR 208 VOLT TRANSFORMER OPERATION MOVE
     BLACK WIRE FROM TERMINAL 3  TO TERMINAL 2
     ON TRANSFORMER.
4.  USE COPPER CONDUCTORS ONLY
     ++  USE N.E.C. CLASS 2 WIRE.
5.  ECONOMIZER PLUG LOCATED IN RETURN AIR
     COMPARTMENT.  REMOVE MALE PLUG AND ATTACH
     FEMALE PLUG TO ECONOMIZER ACCESSORY.
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WIRING DIAGRAM — CPC060***3D**AA (THREE PHASE, DIRECT DRIVE)
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NOTES:

1.  REPLACEMENT WIRE MUST BE SAME SIZE AND
     TYPE INSULATION AS ORIGINAL (AT  LEAST
     105°C) USE COPPER CONDUCTOR ONLY.
2.  TO CHANGE EVAPORATOR MOTOR SPEED MOVE
     WHITE AND YELLOW LEADS FROM "3" AND "4"
     TO "4" AND "5". IF BOTH LEADS ARE ENERGIZED,
     THE HIGHER SPEED  SETTING IS USED.
3.  FOR 208 VOLT TRANSFORMER OPERATION
     MOVE BLACK WIRES FROM TERMINAL 3  TO
     TERMINAL 2 ON TRANSFORMER.
4.  USE COPPER CONDUCTORS ONLY ++  USE N.E.C.
     CLASS 2 WIRE
5.  ECONOMIZER PLUG LOCATED IN THE RETURN
     AIR COMPARTMENT. REMOVE MALE PLUG AND
     ATTACH FEMALE PLUG TO ECONOMIZER
     ACCESSORY.
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WIRING DIAGRAM — CPC060***3D**BA (THREE PHASE, DIRECT DRIVE)
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NOTES:

1.  REPLACEMENT WIRE MUST BE SAME SIZE AND
     TYPE INSULATION AS ORIGINAL (AT  LEAST
     105°C) USE COPPER CONDUCTOR ONLY.
2.  TO CHANGE EVAPORATOR MOTOR SPEED MOVE
     WHITE AND YELLOW LEADS FROM "3" AND "4"
     TO "4" AND "5". IF BOTH LEADS ARE ENERGIZED,
     THE HIGHER SPEED  SETTING IS USED.
3.  FOR 208 VOLT TRANSFORMER OPERATION
     MOVE BLACK WIRES FROM TERMINAL 3  TO
     TERMINAL 2 ON TRANSFORMER.
4.  USE COPPER CONDUCTORS ONLY ++  USE N.E.C.
     CLASS 2 WIRE
5.  ECONOMIZER PLUG LOCATED IN THE RETURN
     AIR COMPARTMENT. REMOVE MALE PLUG AND
     ATTACH FEMALE PLUG TO ECONOMIZER
     ACCESSORY.

WH

GR

TB1

L

5

1
2

N
4
3 EM G

L
C

TB1

F

LPS

YL

WH

YL

WH

YL

GR

TB1

YL
PU

BR
WH

OR

1 5
OR

OR

LPS C

HPS

S2 S1

O R

     LOW VOLTAGE

     LINE VOLTAGE

FIELD WIRING

     LOW VOLTAGE
     OPTIONAL
     HIGH VOLTAGE

FACTORY WIRING

     HIGH VOLTAGE

BL

RD

OR

Y1

Y/Y2

YL

W

Y/Y2

BL

G

R

OR

W

NO ECONOMIZER

G

OR

YL

RD

Y/Y2

Y1

PK

WH

W

R RD

WH
GR

C

O

R

YL

O

GR

Y1

G
WH

WITH ECONOMIZER OPTION

C

GR

THERMOSTAT
FIELD WIRING

BL

C

O

2 STAGE COOLING

TB1

G

R

W

Y2

C

O

TB1

TB1

Y

W

O

R

G

C

W

Y2

G

R

C

O

Y1

STAT

STAT

STAT

O

YL/PK

HPS

BL/PK   BLUE WITH PINK STRIP
YL/PK   YELLOW WITH PINK STRIP

GR   GREEN

WIRE CODE

BL   BLUE

PU   PURPLE
PK   PINK

WH   WHITE

BK   BLACK

RD   RED

BR   BROWN

OR   ORANGE

YL   YELLOW

YL
PU

BR
WH

OR

BK

RD

BK

W
iri

ng
 is

 s
ub

je
ct

 to
 c

ha
ng

e.
 A

lw
ay

s 
re

fe
r t

o 
th

e 
w

iri
ng

 d
ia

gr
am

 o
n 

th
e 

un
it 

fo
r t

he
 m

os
t u

p-
to

-d
at

e 
w

iri
ng

.

W
A

RN
IN

G
H

ig
h 

Vo
lta

ge
:  

D
is

co
nn

ec
t a

ll 
po

w
er

 b
ef

or
e 

se
rv

ic
in

g 
or

 in
st

al
lin

g 
th

is
 u

ni
t. 

M
ul

tip
le

 p
ow

er
 

so
ur

ce
s 

m
ay

 b
e 

pr
es

en
t. 

Fa
ilu

re
 to

 d
o 

so
 m

ay
 c

au
se

 p
ro

pe
rt

y 
da

m
ag

e,
 p

er
so

na
l i

nj
ur

y,
 o

r d
ea

th
.



PRODUCT SPECIFICATIONS

SS-CPC36-60  www.goodmanmfg.com 47

WIRING DIAGRAM — CPC060***4B**AA (460V, BELT DRIVE)
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NOTES:

1.   REPLACEMENT WIRE MUST BE SAME SIZE AND
      TYPE INSULATION AS ORIGINAL (AT LEAST 105°C)
      USE COPPER CONDUCTOR ONLY.
2.  USE COPPER CONDUCTORS ONLY
     ++  USE N.E.C. CLASS 2 WIRE
3.  ECONOMIZER PLUG LOCATED IN THE RETURN AIR
     COMPARTMENT, REMOVE  MALE PLUG, ATTACH
     FEMALE PLUG TO THE ECONOMIZER ACCESSORY.
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WIRING DIAGRAM — CPC060***4B**BA (460V, BELT DRIVE)
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NOTES:

1.   REPLACEMENT WIRE MUST BE SAME SIZE AND
      TYPE INSULATION AS ORIGINAL (AT LEAST 105°C)
      USE COPPER CONDUCTOR ONLY.
2.  USE COPPER CONDUCTORS ONLY
     ++  USE N.E.C. CLASS 2 WIRE
3.  ECONOMIZER PLUG LOCATED IN THE RETURN AIR
     COMPARTMENT, REMOVE  MALE PLUG, ATTACH
     FEMALE PLUG TO THE ECONOMIZER ACCESSORY.
4.  FOR 208 VOLT TRANSFORMER OPERATION MOVE
     BLACK WIRES FROM TERMINAL  3  TO TERMINAL  2
     ON TRANSFORMER.
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WIRING DIAGRAM — CPC060***7B*** (575V, BELT DRIVE)
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NOTES:

1.   REPLACEMENT WIRE MUST BE SAME SIZE AND
      TYPE INSULATION AS ORIGINAL (AT LEAST 105°C)
      USE COPPER CONDUCTOR ONLY.
2.  USE COPPER CONDUCTORS ONLY
     ++  USE N.E.C. CLASS 2 WIRE
3.  ECONOMIZER PLUG LOCATED IN THE RETURN AIR
     COMPARTMENT, REMOVE  MALE PLUG, ATTACH
     FEMALE PLUG TO THE ECONOMIZER ACCESSORY.
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ACCESSORIES

A MODELS

ITEM # DESCRIPTION
FITS MODEL

SIZES
DIMENSIONS (“) SHIP

WEIGHT

14CURB3672 Roof Curb – 14” Tall 3-6 tons 16 x 6 x 76 119

25FD3672 25% Manual Fresh Air Damper 3-6 tons 13 x 15½ x 27 11

25MFD3672 25% Motorized Fresh Air Damper 3-6 tons 13 x 15½ x 27 12

BRD3672 Horizontal Barometric Relief Damper 3-6 tons 15 x 15 x 20 8

CDK36 Concentric Duct Kit 3 tons 25 x 48 x 16 35

CDK4872 Concentric Duct Kit 4-6 tons 25 x 48 x 16 35

DNECONGS3672 Downfl ow Economizer 3-6 tons 32½ x 20½ x 38 75

DNSQRRND36 Downfl ow Square-to-Round Adapter — 16” Round 3 tons 13 x 26 x 10 9

DNSQRRND4872 Downfl ow Square-to-Round Adapter — 18” Round 4-6 tons 13 x 26 x 10 9

DNBBS3672 Burglar Bar Sleeves Includes Supply & Return 3-6 tons 27 x 18 x 13 15

GHRC-1 Hurricane Restraint Clip All Models 10 x 5 x 4 4

HailGD01 Condenser Coil Hail Guard 3-6 tons 40 x 36 x 2 24

HA-02 High-Altitude Kit All Models 5.4 x 4.6 x 4.1 1.7

HZECONGS3672 Horizontal Economizer 3-6 tons 16½ x 21½ x 36 75

LAKT01 Low-Ambient Kit 3-6 tons 6 x 6 x 6 3

LPM-05 LP Conversion Kit 3-6 tons 4¼ x 6¼ x 4½ 1

PE36722 Power Exhaust 208/230v CPX Unit 3-6 tons 32½ x 20½ x 18 35

PE36724 Power Exhaust 460v CPX Unit 3-6 tons 32½ x 20½ x 18 35

Factory-installed accessories are listed in the Nomenclature chart on Page 2.
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B MODELS

ITEM # DESCRIPTION
FITS MODEL 

SIZES
DIMENSIONS (“) SHIP

WEIGHT

14CURB3672B Roof Curb 14” Tall 3-6 tons 16 x 6 x 70 105

25FD3672 25% Manual Fresh Air Damper 3-6 tons 13 x 15½ x 27 11

25MFD3672 25% Motorized Fresh Air Damper 3-6 tons 13 x 15½ x 27 12

BRD3672 Horizontal Barometric Relief Damper 3-6 tons 15 x 15 x 20 8

CDK36 Concentric Duct Kit 3 tons 25 x 48 x 16 35

CDK4872 Concentric Duct Kit 4-6 tons 25 x 48 x 16 35

DNECONGS3672B Downfl ow Economizer 3-6 tons 43 x 20 x 24 75

DNECONGS3672B-NR Downfl ow Economizer w/o Barometric Relief 3-6 tons 43 x 20 x 24 75

DNSQRRND36B Downfl ow Square-to-Round Adapter 16” Round 3 tons 13 x 33 x 10 11

DNSQRRND4872B Downfl ow Square-to-Round Adapter 18” Round 4-6 tons 13 x 33 x 10 11

DNBBS3672B Burglar Bar Sleeves Includes Supply & Return 3-6 tons 41 x 18 x 13 45

GHRC-1 Hurricane Restraint Clip All Models 10 x 5 x 4 4

HailGD03 Condenser Coil Hail Guard 3-6 tons 41 x 37 x 3 24

HA-02 High-Altitude Kit All Models 5.4 x 4.6 x 4.1 1.7

HZECONGS3672B Horizontal Economizer 3-6 tons 16½ x 21½ x 36 75

LAKT01 Low-Ambient Kit 3-6 tons 6 x 6 x 6 3

LPM-05 LP Conversion Kit 3-6 tons 4¼ x 6¼ x 4½ 1

PE36722B Power Exhaust 208/230v CPX Unit 3-6 tons 37 x 18 x 16 35

PE36724B Power Exhaust 460v CPX Unit 3-6 tons 37 x 18 x 16 35

ACCESSORIES (CONT.)
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Goodman Manufacturing Company, L.P., reserves the right to discontinue, or change at any time, specifi cations or designs without notice 
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