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Wiring Diagram — CPC060*1D (Single Phase, Direct Drive)
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1.  REPLACEMENT WIRE MUST BE SAME SIZE AND
     TYPE INSULATION AS ORIGINAL (AT  LEAST 105°C)
     USE COPPER CONDUCTOR ONLY.
2.  TO CHANGE EVAPORATOR MOTOR SPEED MOVE
     WHITE AND YELLOW LEADS FROM "3" AND "4" TO
      "4" AND "5". IF BOTH LEADS ARE ENERGIZED, THE
     HIGHER SPEED  SETTING IS USED.
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     ++  USE N.E.C. CLASS 2 WIRE.
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     COMPARTMENT.  REMOVE MALE PLUG AND ATTACH
     FEMALE PLUG TO ECONOMIZER ACCESSORY.
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Wiring Diagram — CPC036-72*4B/7B (460V/575v, Belt Drive)
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Wiring Diagram — CPC060*3D (Single Phase, Direct Drive)
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Accessories

Item # Description
Fits

Model Sizes
Field-

Installed
Factory-
Installed

14CURB3672B 14" Roof Curb 3-6 tons √

25FD3672 25% Manual Fresh Air Damper 3-6 tons √

25MFD3672 25% Motorized Fresh Air Damper 3-6 tons √

DNBBS3672B Burglar Bar Sleeves Includes Supply & Return 3-6 tons √

CDK36 Concentric Duct Kit 3 tons √

CDK4872 Concentric Duct Kit 4-6 tons √

HAILGD03 Condenser Coil Hail Guard 3-5 tons √ √

HAILGD04 Condenser Coil Hail Guard 6 tons √ √

Convenience Outlet: Non Powered  √

Convenience Outlet: Powered  √

DNECONGS3672B Downflow Economizer 3-6 tons √ √

DNSQRRND36B Downflow Square-to-Round Adapter 16" Round 3 tons √

DNSQRRND4872B Downflow Square-to-Round Adapter 18" Round 4-6 tons √

Electric Heat Kits √ √

HSKT036B High-Static Kit (230/460v) 3 tons √ √

HSKT048B High-Static Kit (230/460v) 4 tons √ √

HSKT060B High-Static Kit (230/460v) 5 tons √ √

HSKT072B High-Static Kit (230/460v) 6 tons √ √

BRD3672 Horizontal Barometric Relief Damper 3-6 tons √

HZECONGS3672B Horizontal Economizer 3-6 tons √

GHRC-1 Hurricane Restraint Clip All Models √

LAKT01 Low-Ambient Kit 3-6 tons √ √

PE36722B Power Exhaust 208/230 Volt 3-6 tons √

PE36724B Power Exhaust 460 Volt 3-6 tons √

Smoke Detector √

Stainless-Steel Heat Exchanger (Type 409) √

UltraGold Condenser Coil √
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